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Anforderungen an die Druckluftversorgung

Specification for Air-supply Nr.: 101.00Nr.: 101.00
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Anforderungen:
�
�

�
�

Druckluftqualität ISO 8573-1 Klasse F
Druckluftleitungen sollten aus einem nichtkorrodierendem Material bestehen (Edelstahl, Verzinkte
Rohre, Kunststoff). Da sich sonst Rost ansetzt, welcher Ventile blockieren, bzw. beschädigen kann.
Die Dimensionierung erfolgt gemäß Datenblatt 110.00.
Versorgungsdruck min. 6 bar am Druckluftanschlusspunkt. Bei Anlagen mit hohem Luftverbrauch (>15
Nm³/min) sollte der Netzdruck min. 10 bar sein, damit die Verluste möglichst gering gehalten werden.
(Im Zweifelsfall bitte DELU kontaktieren)
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Demands to the Air-supply

Demands:
�
�

�
�

Air-Quality according to ISO 8573-1 Class F
Air- pipes should be made of non corrosive material (Stainless Steel, Galvanised Steel, Plastic).
Otherwise rust and dirt can occur which can block or damage valves.
Dimensioning according to our Data Sheet 110.00.
Supply Pressure min. 6 bar at the connecting point. Devices with high air-consumption (>15 Nm³/min)
should have min. 10 bar, to minimise the pressure losses. (In case of doubts, please contact DELU)


